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MOBILE DEHUMIDIFIERS THE RIGHT DEVICE
IN PREMIUM QUALITY FOR EVERY PURPOSE.

Mobility the way you want it:

It doesn‘t matter whether you want to carry, roll or push the units.
We have a device to match every application ...

The sturdy carrying handle allows safe
and comfortable carrying of the AD 520
and AD 540. The units are stackable.
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The folding handles on the side mean
that the AD 560 and AD 580 can be lifted
safely.
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The special transport frame of the
AD 660 and AD 680 permits very
comfortable transport thanks to the
numerous handholds.
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AD 680 : . AD 660 | : AD 580 AD 560 | AD 540 . AD 520 Two large wheels ensure maximum
g 2 . ' ) mobility of the AD 660 and AD 680.
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EFFICIENT DERUMIDIFICATION

ONE PRECONDITION FOR EFFICIENT OPERATION AND A REDUCED ENERGY CONSUMPTION
IS THE OPTIMUM COMBINATION OF THE COMPONENTS AND THE USE OF INNOVATIVE
MEASUREMENT AND CONTROL TECHNOLOGY.

AERIAL® was able to further improve the user friendliness and energy efficiency of its AD series with
the development of eDRY®. eDRY® uses the latest humidity sensors to control the dehumidifiers in the
AD series very precisely, thus avoiding unnecessary running times.
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DRYING CONTROL

THE PROPERTIES OF
eDRY AT A GLANCE

AERIAL® only uses the highest quality components
and precision sensors in eDRY® that control and
measure to an accuracy of 1%.

Simple and intuitive operation allows fast
commissioning:

Multi-lingual display

Precise humidity and temperature measurements
Display: kWh and operating hours — even without
main voltage

On/off switch

Target humidity adjustment in 1% steps

Target humidity setting retained even after
disconnection from the mains

Display of actual/target humidity

Continuous operation

Fan speed with 2 settings

Automatic cut-out when tank full and restart
when tank detected

Control of the optionally available pump kit
Automatic cut-out of the unit if operated

beyond the permissible ambient temperatures

Connection option for external humidity control

Customized OEM versions on request
— we will be happy to help.
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€ BlueDry

DRYING EFFICIENCY

INNOVATIVE TECHNOLOGY
FOR OPTIMUM EFFICIENCY

All units in the AD 5 and AD 6 series are fitted with
our BlueDry® technology.

BlueDry® stands for the economical innovation to
improve the energy efficiency and performance of
condensation dehumidifiers at low humidity levels
and temperatures.

With BlueDry®, AERIAL® uses a product feature
in the AD series that gives the heat exchanger a
high-performance, multi-functional coating.

This multi-functional coating (Sol-Gel coating) makes
use of nano-technology from surface technology.
Two major effects are hereby exploited:

e EASY Clean Effect — easy to clean

e Hydrophobia — water-repellent effect

Both effects significantly improve the heat
exchanger’s energy balance.

Thanks to our 25 years of experience, we have the
know-how necessary to ensure that all components
of a dehumidifier are perfectly matched.

Energy savings with a higher dehumidification
capacity at low humidity levels and temperatures is
the right answer to constantly rising energy costs!
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The excellent quality of the housing materials in the AERIAL® is always perfectly prepared for
AD 5 and AD 6 series guarantees the necessary customer-specific and individual requirements:
strength, particularly for mobile use. our housing technology offers OEM and key
Made from quality sheet steel that has been treated accounts with special wishes almost unlimited
and coated multiple times, this material satisfies creative freedom in terms of colors and

the highest demands on a dehumidifier housing. functions.
The material is extremely resistant to corrosion and

scratches. The surface has a stainless steel look

and is easy to clean, leaving no fingerprints.
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Treated surface

Zinc

Metal substrate

THE HOUSING

Treated surface

Coated rear

APART FROM THE TECHNOLOGY AND THE PERFECTLY MATCHED
COMPONENTS, WHAT IS ALSO IMPORTANT IS THE STRENGTH,
APPEAL AND PRACTICALITY OF THE HOUSING.
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THE FEATURES Al A GLANCE. GEI MORE QUT OF YOUR UNIT WITH
MADE BY AERIAL. ORIGINAL AERIAL ACCESSORIES.

e ¢ - ELECTRONICS
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WALL BRACKET

AD 520 and AD 540 can be mounted on a wall to
save space with the optionally available bracket.

This newly developed electronic system makes
operating the units child’s play. All important
operating states can be called up at any time.

PUMP KIT — UPGRADABLE

Optional pump kits are available for all models in
these series and can also be retrofitted at a later
date. The pump kit can be fitted in no time at all —
and removed again just as quickly if you wish.

DISPLAY

The display shows the target and actual
humidity. Operating and kilowatt hours can be
checked at any time.

HUMIDITY MEASUREMENT

The digital precision sensor in conjunction with
the eDRY® electronics allows a very accurate
measurement and control of the room humidity.

CONDENSATE HOSE

All units in these series have a connection point
for a condensate hose. The condensate that is
produced can thus be drained off when the hose
is pointed downward.

VARIABLE VOLUME
OF CIRCULATING AIR

A two-stage, very energy-efficient EC fan ensures Lent1 ] ator
an even distribution of air within the room. i Stute 2

DEW POINT MONITORING

The units in these series can be supplemented
with a dew point sensor. The dehumidifier is then
controlled by monitoring the dew point on cold
surfaces.
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TECHNICAL DATA.

Dehumidification capacity / 30°C / 80% r.h.
27°C / 60% r.h.
20°C / 60% r.h.
10°C / 70% r.h.

power consumption

AD 520

19,01/d /420 W
11,01/d /360 W
8,01/d/340 W
6,01/d/280 W
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AD 540

34,01/d /530 W
22,01/d /430 W
16,6 1/d /390 W
11,41/d /330 W

AD560/660

54,01/d /800 W
33,01/d/710 W
25,01/d /600 W
15,01/d /500 W

AD580/680

78,01/d /1070 W
56,0 1/d /910 W
40,0 1/d /740 W
13,01/d /530 W
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Air circulation rate 1/2 300/ 390 m¥h 500/ 625 m3h 445 /540 m¥h 600 / 886 m%h

Operating range 40% r.h. up to 95% r.h. +3°C bis +32°C +3°C bis +32°C +3°C bis +32°C +3°C bis +32°C

Noise level 46 dB(A) 51 dB(A) 53 dB(A) 65 dB(A)

Power supply 230V /50 Hz 230V /50 Hz 230V /50 Hz 230V /50 Hz

Power cord 45m 4,5m 4,5m 4,5m

Protection class IPX4 IPX4 IPX4 IPX4

Refrigerant R134a R407¢ R407¢c R410a

Water tank 7,01 7,01 14,01 14,01

Hose connection 12x2 mm 12x2 mm 12x2mm 12x2mm

Dimensions 720 / 400 / 450 (AD 560) 790 / 450 / 450 (AD 580)
height / width / depth (mm) 5241320/ 360 578/829 /380 900 / 540 / 500 (AD 660) 975 /600 / 520 (AD 680)
Weight 17 kg 24 kg 36 kg (AD 560) / 40 kg (AD 660) 40 kg (AD 580) / 45 kg (AD 630)
Accessories Condensate hose 12 x 2 mm Condensate hose 12 x 2 mm Condensate hose 12 x 2 mm Condensate hose 12 x 2 mm

Subject to technical changes

Wall bracket
Pump kit

Wall bracket
Pump kit

Pump kit

Pump kit
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Building and water damage drying
Dehumidification in waterworks

Keeping living areas and cellars dry

Eo.FD

Dehumidification in industry & commerce
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Headquarter: AERIAL GmbH
OststraBe 148 - D - 22844 Norderstedt - Tel.: +49 40 526 879-0 - Fax: +49 40 526 879-20
E-Mail: info@aerial.de - Web: www.aerial.de

Swiss Branch: AERIAL GmbH
Tafernstrasse 14 - CH - 5405 Baden-Dattwil - Tel.: +41 56 470 21 55 - Fax: +41 56 470 21 57
E-Mail: info@aerial.ch - Web: www.aerial.ch

Zurich Office - CH - 8311 Brutten - Tel.: +41 79 124 22 98
St. Gallen Office - CH - 8883 Quarten - Tel.: +41 78 729 98 63
West Switzerland Office - CH - 4813 Uerkheim - Tel.: +41 79 955 58 94



